
AP-2 Ultra
Automatic Punch

The AP-2 Ultra Automatic Punch easily handles a

wide variety of sheet sizes, punch styles, and paper

stocks. Not even tabs slow down the AP-2 Ultra. It

can easily punch intermixed index tabs and

irregularly-sized covers. Advanced paper handling

technology makes feeding coated, laminated, glossy,

and heavier stocks trouble free. The electronic

control panel enables the user to set the speed for

each job and make adjustments for heavily curled

stock. Designed for comfort and efficiency,

operators load and unload the AP-2 Ultra from

the same position.

Die set changes are tool-free and take only seconds.

GBC® offers a variety of punch patterns for almost

any punching job. Pins remove quickly and easily

to support a wide range of paper sizes.

• Edge guide adjustment knobs allow effortless sheet

changes without tools.

• Ergonomic workflow lets operator load and unload from

the same position.

• Convenient user interface controls variable speeds.

• Adjustable pick feeder accommodates various paper

stocks.

• Output stacker maintains job collation without

a turn-over device.

• Tool-free die set changes take only seconds.

• Available punching die patterns include CombBind®,

WireBind, ColorCoil®, 3-hole and more.

Features and Benefits

Product number 1777000 EU / UK
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AP-2 Ultra
Automatic Punch

Die Punch
Description Pitch/Style Pattern Part No.

ColorCoil® 4:1 Oval Die 1774874

CombBind® 21 hole Plastic Comb Die 1774970

CombBind® 20 hole Plastic Comb Die 1774974

WireBind® 2:1 Square Hole Die 1774982

WireBind® 2:1 Round Hole Die 1774986

LooseLeaf 2-4 Hole Die punching 1774988
6mm diameter holes

WireBind® 3:1 Square Hole Die 1774991

WireBind® 3:1 Round Hole Die 1774992

LooseLeaf® 2-4 Hole Die punching 1774996
8mm diameter holes

Specifications

Sheet Size: Punched edge: 139mm to 304mm
Unpunched edge: 139mm to 298mm

Productivity: Variable, up to 56,000 sheets/hour
(40,000 sheets per/hour average)

Paper Stock: 70-300 gsm, including index tabs
and colour copier paper

Capacity: Feed hopper and output stacker hold 2,500 sheets
of 80 gsm or equivalent

Dimensions: 863mm (W) x 1346mm (H) x 635mm (D)

Weight: 136kg

Power Supply: 240V / 50-60Hz / 12 Amps

Safety: TUV / CE / GS

Specifications are subject to change without notification.

Applications

Die Sets

Complimentary Products
Complimentary GBC® supply products include
presentation covers, tabs and binding spines.

> Presentations

> Portfolios

> Training Manuals

> Product Catalogs

> Proposals

> Handbooks

> Financial Reports

> Legal Filings

700111/0307

ACCO Brands Europe
Oxford House
Oxford Road, Aylesbury
Bucks. HP21 8SZ, England © 2008 ACCO Brands. All rights reserved. ACCO®, GBC®,

ColorCoil®, WireBind®, LooseLeaf® and CombBind® are
registered trademarks of ACCO Brands.


